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NOTES:

!— SPEC MIL - A - 2550 AND ANS! Yi4,.5-1973 APPLY

2= LOAD WiTH APPRUXTMATELY 335 0 PROPELLANT ME WEE 055 WP SPEC wiL - P - 63404 MOTE 3

3= AFTER LOADING,CLOSE FILLING QPEMING AS SHOWN IN FIG 1  NOTE 5

- AFTER CLOSING FILLING OPENING FOLD REMAIMING PORTION OF HEM AND SEw AS SHOWN IN FIC 2. NOTE &

§- SEAM 30i- 554 -1 .8 TO 12 STITCHES PER INCH,FED - STD — 791, USING THREAD, PORYESTER, TYPE 1,
CLASS I, SIZE S8 OR E,SPEC MiL - 1 - E3D72.NO1F §

6 - MTERNATIVE THREAD: THREAD, SILK, SCWING,CLASS 1, SPEC WIL = T + [350%

? - 10 Av0D WDOEN DAMAGE 10 FTABRIC WhiLE PACKING PROPELLANT DURSG BAG LOADING ,THE BAG WitL WOT 3E
BOUMNCED AGAINST BARE WETAL PLATE; CUSHION PLATE FERMITTED.

B— TO MMIMIZE FREE SPACE AFTER PAOPELLANT HAS BEEN LOADED IN Bat, THE BAG SHALL 8 S1Z2€0 SO
THAT 1T IS RECESSARY TC WANUALLT OR MECHAMICALLY YIBRATE THE FIMAL PORTION OF THE

PROPELLANT INTQ THE BAG.
9 =~ THiM AtiL EXCESS THREADS TO 1 /4 WAX ON CHARGE
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CHARGE, LOADING

— 402 (B
i/2 OZ BLACK POWDER
HG PROP 155MM MII9A, 5 7/8 MAX
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{FOLDED OviR) \\-
il WOTES 4,5 END, CHARGE AND FLASH REDUCER,
LOADING ASSEMBLY AND BASE IGNITER,
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